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Product Features 
3/8” NPT vertical inlet and outlet allows for easy connection to existing piping. 
 
Valve-in-head design simultaneously shuts off and vents water with a 1/4 turn, allowing for 
simple and trouble-free cartridge change-outs. 
 
FDA CFR-21 and/or NSF compliant materials provides peace of mind that this product is 
suitable for potable applications. 
 
SQC™ - Sanitary Quick Change encapsulated design reduces contamination during 
changeouts and are disposable and incinerable.  

Series 6000S Water Filter Systems 
Used for Coffee/Hot Tea/Expresso/Iced Tea 

The CFS6000-S water filtration systems are designed to maintain hot beverage 
clarity, consistency and full flavor, as well as maintaining efficient brewing ma-
chine operations. Premium activated carbon reduces chlorine taste and odor and 
bitterness associated with poor water quality. Built-in scale inhibition reduces the 
ability of calcium and magnesium to precipitate on the brew equipment heating 
coils and boilers as hard scale. The filtration media reduces sediment particles that 
can clog the spray head in the brew basket. Three filtration media technologies ad-
dress varying water conditions. 
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Model 
Number 

Part 
Number 

Reduction 
Claims 

Micron 
Rating 

Capacity 8 Oz 
Cups 

Flow 
Rate 

Applica-

tion 
Filter 

Cost 

CFS6710 55889-10 Sediment, 
Chlorine, 
Scale 

5 3,500 
gallons 
13,249 
liters 

56,000 
cups 

1.3 gpm 
4.9 lpm 

High 
Turbidity 

 

CFS6112 55889-08 Sediment, 
Chlorine, 
Scale 

1 10,000 
gallons 
37,854 
liters 

160,000 
cups 

1.5 gpm 
5.7 lpm 

Standard 
Water 

 

CFS6812 55889-18 Sediment, 
Chlorine, 
Cyst, Scale 

0.5 9,000 
gallons 
34,069 
liters 

144,000 
cups 

1.5 gpm 
5.7 lpm 

Cyst  

CFS6720 55889-06 Sediment, 
Chlorine, 
Scale 

5 4,800 
gallons 
18,170 
liters 

76,800 
cups 

1.5 gpm 
5.7 lpm 

High 
Turbidity 

 

Repl. 
Cartridge 

55600-01 

55817-08 

56011-03 

55893-01 

Repl. 

Cost 
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Series 7000S Water Filter Systems 
Used for Coffee/Iced Tea/Expresso 

Product Features 
3/8” NPT vertical inlet and outlet allows for easy connection to existing piping. 
 

Red locking button assures correct installation of cartridges and eliminates accidental re-
moval. 
 

FDA CFR-21 and/or NSF compliant materials provides peace of mind that this product is 
suitable for potable applications. 
 

SQC™ - Sanitary Quick Change encapsulated design reduces contamination during 
changeouts and are disposable and incinerable. 

The Series 7000-S water filtration systems are designed to maintain hot beverage 
clarity, consistency and full flavor, as well as maintaining efficient brewing ma-
chine operations. Premium activated carbon reduces chlorine taste and odor and 
bitterness associated with poor water quality. Built-in scale inhibition reduces the 
ability of calcium and magnesium to precipitate on the brew equipment heating 
coils and boilers as hard scale. The filter media reduces sediment particles that 
can clog the spray head in the brew basket. Three filtration media technologies 
address varying water conditions. 

Model 
Number 

Part 
Number 

Reduction 
Claims 

Micron 
Rating 

Capacity 8 Oz 
Cups 

Flow 
Rate 

Application Filter 

Cost 
Repl. 
Cartridge 

Repl. 

Cost 

CFS8576 55819-05 Sediment, 
Chlorine, 

1 10,000 
gallons 
37,854 
liters 

160,000 
cups 

1.5 
gpm 

Standard 
Water 

 55817-08  

CFS7812 55819-16 Scale 0.5 9,000 
gallons 
34,069 
liters 

144,000 
cups 

1.5 
gpm 

Cyst  56011-03  

CFS7720 55819-13 Sediment, 
Chlorine, 

5 4,800 
gallons 
18,170 
liters 

76,800 
cups 

1.5 
gpm 

High 
Turbidity 

 55893-01  
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Model 2S Water Filter Systems 
Used for Coffee/Hot Tea Equipment 

Product Features 
Built-in prefilter extends life of downstream cartridges, 
lowering operating costs. 
 

Unibody manifold provides high flow rates and high gallon 
capacities. 
 

SQC™ - Sanitary Quick Change encapsulated design re-
duces contamination during changeouts and are disposable 
and incinerable. 
 

Pressure gauge with red follower needle allows the filter 
pressure to be monitored and indicates when the cartridges 
are reaching the end of their service life. 
 

FDA CFR-21 and/or NSF compliant materials provides 
peace of mind that this product is suitable for potable appli-
cations. 

The Model 2S water filtration systems are designed to maintain hot beverage clarity, consistency 
and full flavor, as well as maintaining efficient brewing machine operations. The Model 2S water 
filtration systems reduce sediment particles that can clog the spray head in the brew basket. Pre-
mium activated carbon reduces chlorine taste and odor and bitterness associated with poor water 
quality. Built-in scale inhibition reduces the ability of calcium and magnesium to precipitate on the 
brew equipment heating coils and boilers as hard scale. Three filtration media technologies ad-
dress varying water conditions. 

Model 
Number 

Part 
Number 

Reduction 
Claims 

Micron 
Rating 

Capacity 8 Oz 
Cups 

Flow 
Rate 

Applica-

tion 
Filter 

Cost 
Replacement 
Cartridges & 

Quantities 

Repl. 

Cost 

Ea. 
Model 2S 55837-02 Sediment, 

Chlorine, 
Scale 

1 20,000 
gallons 
75,708 
liters 

320,000 
cups 

3 gpm 
(11.4 
lpm) 

Standard 
Water 

 1 - 55847-03 
2 - 55817-08 

 

Model 2SP 55837-08 Sediment, 
Chlorine, 
Scale 

5 9,600 
gallons 
36,340 
liters 

153,600 
cups 

3 gpm 
(11.4 
lpm) 

High 
Turbidity 

 1 - 55847-03 
2 - 55893.01 
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CFS717 In-Line Water Filter 
Used for Coffee/Hot Tea Equipment 

Product Features 
1/4” NPT inlet and outlet allows for easy connections to existing piping. 
 

Compact in-line design provides convenient point-of-use filtration in tight space 
applications. 
 

Pressure tested, high impact rigid polypropylene construction allows the cartridge to 
handle stressful conditions. 
 

FDA CFR-21 and/or NSF compliant materials provides peace of mind that this prod-
uct is suitable for potable applications. 

The CFS717 water filtration system is designed to maintain hot beverage 
clarity, consistency and full flavor as well as maintaining efficient brewing 
machine operations. Premium activated carbon reduces chlorine taste and 
odor and bitterness associated with poor water quality. Built-in scale inhi-
bition reduces the ability of calcium and magnesium to precipitate on the 
brew equipment heating coils and boilers as hard scale. 

Model 
Number 

Part 
Number 

Reduction 
Claims 

Micron 
Rating 

Capacity 8 Oz 
Cups 

Flow 
Rate 

Application Filter 

Cost 

CFS717 55602-01 Sediment, 
Chlorine, Scale 

5 1,500 gallons 
5,678 liter 

24,000 
cups 

0.5 gpm 
1.9 lpm 

High Turbidity  
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Part 

Number 
This fitting is used to Cost  

each 

PI-010822-S Install any of these this filters on 1/4” OD copper, plastic or John Guest tubing  

PI-011222-S Install any of these this filters on 3/8” OD copper, plastic or John Guest tubing  

Qty 

Needed 
2 per filter 

2 per filter 

www.coffeepartsplus.com 

sales@coffepartsplus.com 



All prices subject to change due to fluctuations in metal and plastic prices  

Model 
Number 

Part 
Number 

Reduction 
Claims 

Micron 
Rating 

Capacity 8 Oz 
Cups 

Flow 
Rate 

Applica-

tion 
Filter 

Cost 
Replacement 
Cartridges & 

Quantities 

Repl. 

Cost 

Ea. 
Model 1S 55864-02 Sediment, 

Chlorine, 
Scale 

1 10,000 
gallons 
37,854 
liters 

160,000 
cups 

1.5 
gpm 
5.7 
lpm 

Standard 
Water 

 1 - 55847-03 
1 - 55817-08 

 

Model 1SC 55864-05 Sediment, 
Cyst, Chlo-
rine, 
Scale 

0.5 9,000 
gallons 
34,069 
liters 

144,000 
cups 

1.5 
gpm 
5.7 
lpm 

Cyst  1 - 55847-03 
1 - 56011-03 

 

Model 1S Water Filter Systems 
Used for Coffee/Hot Tea Equipment 

 
Product Features 

Built-in prefilter extends life of downstream cartridges, lowering 
operating costs. 
 

Unibody manifold provides high flow rates and high gallon ca-
pacities. 
 

SQC™ - Sanitary Quick Change encapsulated design reduces 
contamination during changeouts and are disposable and inciner-
able. 
 

Pressure gauge with red follower needle allows the filter pressure 
to be monitored and indicates when the cartridges are reaching 
the end of their service life. 
 

FDA CFR-21 and/or NSF compliant materials provides peace of 
mind that this product is suitable for potable applications. 

The Model 1S water filtration systems are designed to 
maintain hot beverage clarity, consistency and full flavor, 
as well as maintaining efficient brewing machine opera-
tions. The Model 1S water filtration system reduces sedi-
ment particles that can clog the spray head in the brew 
basket. Premium activated carbon reduces chlorine taste 
and odor and bitterness associated with poor water qual-
ity. Built-in scale inhibition reduces the ability of calcium 
and magnesium to precipitate on the brew equipment heat-
ing coils and boilers as hard scale. Three filtration media 
technologies address varying water conditions. 
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CFS6090C & CFS6135-C Water Treatment Systems 
Used for Expresso 

Product Features 
Valve-in-head design simultaneously shuts off and vents water with 1/4 turn, allow-
ing for simple and trouble-free cartridge change-outs. 
 

SQC™ - Sanitary Quick Change encapsulated design reduces contamination during 
changeouts and are disposable and incinerable. 
 

CFS6090-C removes hardness up to 700 grains and the CFS6135-C removes hardness 
up to 1,100 grains. High capacity carbon ensures a variety of impurities are reduced. 
 

FDA CFR-21 and/or NSF compliant materials provide peace of mind that this product 
is suitable for potable applications. 
 

3/8” NPT vertical ports. 

The CFS6090-C and CFS6135-C water treatment systems are designed to 
reduce hard scale build-up on espresso machine boilers and maintain effi-
cient brewing machine operations. High capacity sodium ion exchange 
resin reduces hard scale that causes equipment break down and increased 
energy consumption. Premium activated carbon reduces chlorine taste and 
odor and bitterness associated with poor water quality. The optional system 
with flush valve eliminates the need for additional fittings. 

Model 
Number 

Part 
Number 

Reduction 
Claims 

Capacity Flow 
Rate 

Application Filter 

Cost 
Repl. 
Cartridge 

Repl. 

Cost 

CFS6090-C 55993-02 Hardness 
Chlorine Taste & Odor 

700 
Grains 

0.5 gpm 

1.9 lpm 
Up to 20 

Grain Hard 
 55992-03  

CFS6135-C 55993-04 Hardness 
Chlorine Taste & Odor 

1,100 
Grains 

0.5 gpm 

1.9 lpm 
Up to 20 

Grain Hard 
 55992-07  

CFS6135-C 
w/ Flush Valve 

55993-09 Hardness 
Chlorine Taste & Odor 

1,100 
Grains 

0.5 gpm 

1.9 lpm 
Up to 20 

Grain Hard 
 55992-07  

To detemine sizing: 

Divide the grain capacity of the system by the incoming water hardness to determine gallons (liters) of water 
treated. 

Water FiltrationWater FiltrationWater FiltrationWater Filtration    
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Product Features 
1” NPT Port. 
 

Heavy-duty polypropylene construction provides protection against water 
hammer that can eventually add stress and cause leaks. 
 

Built-in pressure relief button relieves pressure inside the filter for conven-
ient cartridge changes. 
 

The CFS5400 allows for 25% blending of raw water with softened for Rec-
ipe Quality Water™ and extended capacity. 
 

FDA CFR-21 and/or NSF compliant materials provides peace of mind that 
this product is suitable for potable applications. 
 

Standard with mounting bracket. 

Model 
Number 

Part 
Number 

Resin 
Type 

Micron 
Rating 

Capacity Flow 
Rate 

Application System 

Cost 
Repl. 
Cartridge 

Repl. 

Cost 

CFS5400 
with 25% 
blending 

56067-02 Cation 
Exchange 

N/A 5,250 
Grains 

0.75 gpm 
2.8 lpm 

Up to 20 
Grain Hard 

 56066-01  

CFS5400N 56067-03 Cation 
Exchange 

N/A 5,250 
Grains 

0.75 gpm 
2.8 lpm 

Up to 20 
Grain Hard 

 56066-01  

CFS5400 Water Treatment System 
Used for Iced Tea/Expresso 

The CFS5400 water treatment systems are designed to improve 
beverage clarity, increase holding times, and maintain efficient 
brewing machine operations. High capacity sodium ion exchange 
resin reduces hard scale that causes cloudy tea. The “softened” wa-
ter can increase holding times and reduce product waste. Reduction 
of hard scale also keeps brewing equipment running smoothly. Op-
tional blending allows mineral bypass for improved beverage qual-
ity. 
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To detemine sizing: 

Divide the grain capacity of the system by the incoming water hardness to determine gallons (liters) of water 
treated. 
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CFS6090 & CFS6135 Water Treatment Systems 
Used for Iced Tea/Expresso 

Product Features 
Valve-in-head design simultaneously shuts off and vents water with 1/4 turn, allow-
ing for simple and trouble-free cartridge change-out. 
 

SQC™ - Sanitary Quick Change encapsulated design reduces contamination during 
changeouts and are disposable and incinerable. 
 

CFS6090 removes hardness up to 900 grains and the CFS6135 removes hardness up 
to 1,350 grains for extended capacity. 
 

FDA CFR-21 and/or NSF compliant materials provide peace of mind that this product 
is suitable for potable applications. 
 

3/8” NPT vertical ports. 

The CFS6090 and CFS6135 water treatment systems are designed to re-
duce hard scale build-up on espresso machine boilers, improve beverage 
clarity and increase holding times in brewed tea, as well as maintaining 
efficient brewing machine operations. High capacity sodium ion exchange 
resin reduces hard scale that causes equipment break down and increased 
energy consumption. 

Model 
Number 

Part 
Number 

Resin 
Type 

Capacity Flow 
Rate 

Application Filter 

Cost 
Repl. 
Cartridge 

Repl. 

Cost 

CFS6090 55993-01 Cation Exchange 900 
Grains 

0.5 gpm 

1.9 lpm 
Up to 20 

Grain Hard 
 

55992-01 
 

CFS6135 55993-03 Cation Exchange 1,350 
Grains 

0.5 gpm 

1.9 lpm 
Up to 20 

Grain Hard 
 

55992-05 
 

To detemine sizing: 

Divide the grain capacity of the system by the incoming water hardness to determine gallons (liters) of water 
treated. 
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Product Features 
1/4” NPT horizontal inlet and outlet ports are compatible with common 
equipment and tubing installations. 
 

SQC™ - Sanitary Quick Change encapsulated design reduces contamination 
during changeouts and are disposable and incineratible. 
 

Single or dual cartridge systems allow for specific customization of filtration 
volume needs. 
 

FDA CFR-21 and/or NSF compliant materials provides peace of mind that 
this product is suitable for potable applications. 

SGP-124B & SGP-248B ScaleGuard Pro System 
Used for Expresso 

The SGP-124B & SGP-248B water filtration systems are designed 
to reduce hard scale build-up on espresso machine boilers, improve 
beverage quality and maintain efficient brewing machine opera-
tions. High capacity ion exchange resin reduces the ability of cal-
cium and magnesium to form hard scale. This exchange also creates 
an environment in which existing hard scale can actually be dis-
solved. Premium activated carbon reduces chlorine taste and odor 
and bitterness associated with poor water quality. 

Model 
Number 

Part 
Number 

Reeduction 
Claims 

Capacity Flow 
Rate 

Application System 

Cost 
Repl. 
Cartridge 

Repl. 

Cost 

SGP-124B 56089-04 Hardness, Alka-
linity, Chlorine 
Taste & Odor 

422.6 gal. 
at 180 ppm 

0.5 gpm Up to 
20 Grain 

 1 - P-124B 
P/N 56091-06 

 

SGP-248B 56090-04 845.2 gal. 
at 180 ppm 

1.0 gpm Up to 
20 Grain 

 2 - P-124B 
P/N 56091-06 

 

SGP-124BV 56098-04 422.6 gal. 
at 180 ppm 

0.5 gpm Up to 
20 Grain 

 1 - P-124BV 
P/N 56097-06 
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CUNO’s line of 9 3/4” drop-in cartridges are an economical way 
to reduce constituents in water that can cause equipment damage 
and unappealing product. Media choices of graded density, charge 
modified, activated carbon and pleated polypropylene provide a 
wide range of sediment holding capacities, chlorine reduction ca-
pabilities and micron ratings. These cartridges can be used in 
CUNO’s premium line of drop-in housings or as retrofits to up-
grade your current filtration system. 

9 3/4” High Flow Cartridges 
Drop-In Replacements 

Model 
Number 

Part 
Number 

Micron 

Rating 
Additional 

Claims 

Media 

Type 

Flow 

Rate 

CUNO 

Housing 

Filter 

Cost 

CFS8504-A 55847-03 
10  Sediment 

Reduction 

Uniform Density  6 GPM  

CFS11 
CFS01 

CFSBCI-1 

 

CFS8504-B 55847-05  

CFS110 55591-03 5 
Graded 
Density  

8 GPM  

CFS111 55592-03 
10 Medium Sediment Reduction 

Very Limited Quantities 

 
6 GPM  

 

CFS2501 55603-13 0.6 Cyst Reduction 
Pleated 

Membrane  

 

CFS2506 55757-03 
5 

5 Micron Absolute 
Particulate Reduction 

 

CFS420IMF 55609-03 
5 

Sediment 
Scale Inhibition 

Graded Density 
Polyphosphate 

8 GPM 
 

CFS117 55593-03 
5 

Chlorine Taste and 
Odor Reduction 

Granular Activated 
Carbon 

3 GPM  

 

CFS117-S 55594-03 
5 

Chlorine Taste and Odor 
Reduction, Scale Inhibition 

Granular Activated 
Carbon, Polyphosphate 

 

3 GPM  
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CUNO’s line of 20” high flow cartridges for large diameter housings 
are an economical way to reduce particles in water that can cause 
equipment damage and unappealing product. Media choices of 
graded density, spun polyfiber, carbon block and pleated polypropyl-
ene provide a wide range of sediment holding capacities, chlorine 
reduction capabilities and micron ratings. These cartridges can be 
used in CUNO’s premium line of large diameter housings or as ret-
rofits to upgrade your current filtration system. 

20” High Flow Cartridges 
Drop-In Replacements 

Model 
Number 

Part 
Number 

Micron 

Rating 
Additional 

Claims 

Flow 
Rate 

Media 

Type 
CUNO 

Housing 

Filter 

Cost 

CFS210-2 56189-07 5 Sediment 
Reduction 

 
 
 
 

Up to 45 
GPM  

 
Graded 
Density  

 
 
 
 
 

CFS22 
CFS22-1.5  

 

CFS211-2 56189-09 25 Medium 
Sediment 
Reduction  

 

CFS214-2 55994-10 50 Coarse Sediment 
Reduction 

Composite 
Wound 

 

CFS215-2 55898-07 5 Chlorine Taste and 
Odor Reduction 

Up to 10 
GPM  

Modified 
Carbon Block 
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CUNO’s line of 20” drop-in cartridges for plastic and isoplast housings are an economical way to 
reduce constituents in water that can cause equipment damage and unappealing product. Media 
choices of graded density, charge modified, and activated carbon provide a wide range of sediment 
holding capacities, chlorine reduction capabilities and micron ratings. These cartridges can be used 
as retrofits in 20” housings to upgrade your current filtration system. 

20” Cartridges for Competitive Housings 
Drop-In Replacements 

Model 
Number 

Part 
Number 

Micron 

Rating 
Additional 

Claims 

Media 

Type 

Flow 

Rate 

Filter 

Cost 

CFS8504-C20 55847-09 10  
Sediment Reduction  

Uniform Density 12 GPM  

CFS110-C20 56212-01 5  
Graded Density  

16 GPM  

CFS124-C20 56212-06 25 Coarse Sediment Reduction 6 GPM  

20" Carbon Block 55907-01 10 Chlorine Taste and Odor Reduction Carbon Block 6 GPM  
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